
597 

Federal Railroad Administration, DOT § 232.303 

§ 232.219 Double heading and helper 
service. 

(a) When more than one locomotive 
is attached to a train, the engineer of 
the controlling locomotive shall oper-
ate the brakes. In case it becomes nec-
essary for the controlling locomotive 
to give up control of the train short of 
the destination of the train, a Class III 
brake test pursuant to § 232.211 shall be 
made to ensure that the brakes are op-
erative from the automatic brake valve 
of the locomotive taking control of the 
train. 

(b) When one or more helper loco-
motives are placed in a train, a visual 
inspection shall be made of each helper 
locomotive brake system to determine 
that the brake system operates as in-
tended in response to a 20-psi reduction 
initiated from the controlling loco-
motive of the train. A helper loco-
motive with inoperative or ineffective 
brakes shall be repaired prior to use or 
removed from the train. 

(c) If a helper locomotive utilizes a 
Helper Link device or a similar tech-
nology, the locomotive and device shall 
be equipped, designed, and maintained 
as follows: 

(1) The locomotive engineer shall be 
notified by a distinctive alarm of any 
loss of communication between the de-
vice and the two-way end-of-train de-
vice of more than 25 seconds; 

(2) A method to reset the device shall 
be provided in the cab of the helper lo-
comotive that can be operated from the 
engineer’s usual position during oper-
ation of the locomotive. Alternatively, 
the helper locomotive or the device 
shall be equipped with a means to auto-
matically reset the device, provided 
that the automatic reset occurs within 
the period time permitted for manual 
reset of the device; and 

(3) The device shall be tested for ac-
curacy and calibrated if necessary ac-
cording to the manufacturer’s speci-
fications and procedures every 365 
days. This shall include testing radio 
frequencies and modulation of the de-
vice. A legible record of the date and 
location of the last test or calibration 
shall be maintained with the device. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17584, Apr. 10, 2002] 

Subpart D—Periodic Maintenance 
and Testing Requirements 

§ 232.301 Scope. 

This subpart contains the periodic 
brake system maintenance and testing 
requirements for equipment used in 
freight and other non-passenger trains. 

§ 232.303 General requirements. 

(a) Definitions. The following defini-
tions are intended solely for the pur-
pose of identifying what constitutes a 
shop or repair track under this subpart. 

(1) Shop or repair track means: 
(i) A fixed repair facility or track 

designated by the railroad as a shop or 
repair track; 

(ii) A fixed repair facility or track 
which is regularly and consistently 
used to perform major repairs; 

(iii) track which is used at a location 
to regularly and consistently perform 
both minor and major repairs where 
the railroad has not designated a cer-
tain portion of that trackage as a re-
pair track; 

(iv) A track designated by a railroad 
as a track where minor repairs will be 
conducted or used by a railroad to reg-
ularly and consistently perform minor 
repairs during the period when the 
track is used to conduct major repairs; 
however, such trackage is considered a 
shop or repair track only for each car 
receiving major repairs on such track-
age and not for a car receiving only 
minor repairs; and 

(v) The facilities and tracks identi-
fied in paragraphs (a)(1)(i) through 
(a)(1)(iv) shall be considered shop or re-
pair tracks regardless of whether a mo-
bile repair vehicle is used to conduct 
the repairs. 

(2) Major repair means a repair that 
normally would require greater than 
four person-hours to accomplish or 
would involve the use of specialized 
tools and equipment. Major repairs in-
clude such activities as coupler re-
placement, draft gear repair, and re-
pairs requiring the use of an air jack 
but exclude changing wheels on inter-
modal loading ramps either with or 
without an air jack. 

(3) Minor repair means repairs, other 
than major repairs, that can be accom-
plished in a short period of time with 
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